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NOTES

THIS DRAWING SHOWS SHOWS EXISTING INTERIM GRADES ACROSS THE INDUSTRIAL

WASTE LANDFILL (IWL). THE INTERIM GRADES WERE ATTAINED USING

SOIL MATERIALS

APPROVED BY DNREC AS GRADING FILL PLACED UPON THE ORIGINAL LANDFILL GRADES
SHOWN ON SHEET C-10. THE EXISTING INTERIM GRADE SURFACE WAS COVERED WITH
TEMPORARY SYNTHETIC COVER (TSC) IN JANUARY 2007 THAT WILL SERVE AS A DURABLE

INTERIM COVER UNTIL FINAL CLOSURE IS IMPLEMENTED.

ALL SOIL FILL AND DAILY COVER PLACEMENT WORK WAS PERFORMED

IN COMPLIANCE

WITH THE REQUIREMENTS OF THE DNREC IWL OPERATING PERMIT, DATED FEBRUARY 26,

2004.

THE INTERIM GRADING FILL BUFFER WAS COMPLETED USING COMPACTED CLAY IN
ACCORDANCE WITH THE 'TYPICAL CROSS-SECTION, MATERIAL/FILL PLACEMENT DETAIL'
SHOWN ON SHEET C-61, AROUND THE INTERIOR PERIMETER OF THE IWL, EXCEPT FOR
THAT LENGTH OF BUFFER ALONG THE NORTHERN LIMIT OF THE TEMPORARY
STORMWATER BASIN THAT WILL BE COMPLETED WHEN THE BASIN IS FILLED TO

PREPARATORY GRADES.

THE EXISTING TEMPORARY STORMWATER BASIN, LOCATED ACROSS THE NORTHERN
PORTION OF THE IWL, CAPTURES STORMWATER RUN-OFF FROM THE TSC INTERIM COVER.
THE BASIN ITSELF IS SITUATED ALSO OVER THE TSC INTERIM COVER. THE BASIN WILL
REMAIN IN PLACE UNTIL THE NECESSARY STORMWATER IMPROVEMENTS DOWNGRADIENT

OF THE IWL HAVE BEEN COMPLETED.

INFORMATION SHOWN HEREON REGARDING SURFACE FEATURES, GROUND TOPOGRAPHY
AND PROPERTY/EASEMENT LINES BASED ON A GROUND SURVEY COMPLETED IN APRIL

2005 AND UPDATED THROUGH FEBRUARY 2007 BY VANDEMARK & LYNCH, INC., 4305 MILLER

RD., PO BOX 2047, WILMINGTON, DE 19899, (302) 764-7635.
HORIZONTAL DATUM: PREMCOR DELAWARE CITY PLANT
VERTICAL DATUM: NATIONAL GEODETIC VERTICAL DATUM 1929

BENCHMARK: PLANT CONTROL MONUMENT #208 LOCATED APPROXIMATELY 70' WEST OF
WEST 6TH STREET AT THE CENTERLINE OF Q STREET EXTENDED AND 43.2' SOUTH OF A

CHAIN LINK FENCE. ELEVATION = 65.35'

CONTRACTOR SHALL SECURE ALL PERMITS AND APPROVALS REQUIRED BY VALERO,
MOTIVA AND DNREC TO PERFORM THE WORK PRIOR TO COMMENCEMENT OF WORK.
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